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1. INSPECT TELEVISION CAMERA ASSY:
Standard signal check
Using the tester, measure the voltage and the conti-
nuity between terminals.

Leave the connector being connected.
Using the oscilloscope, check wave forms between

. Leave the connector being connected.
. The waveform shown is merely an example.
Noise waveform and chattering waveform are omitted.

Standard:
Connector T11
Problem symp-
tom when open
circuit is de-
Tester .
. ) . o specified tected.
Terminal No. Terminal symbol Input/Output connection Item Condition i
- condition Problem symp-
(Wiring color)
tom when short
circuit is de-
tected.
IG SW ON,
T11-1 - T11-2 Shitt N
ift lever R range
1 CB+ Input (R - Body Voltage IG SW ON, 8-9V Fuse blow out
ground) )
Shift lever R range
T11-2 - B
roundOdy Back monitor
2 CGND Output (V\g/] - Bod Continuity Always Continuity dose not display
y images
ground)
T11-3 - Body )
3 CV Output ground Continuit IG SWON, Continuit sts(,:: ::)(:r:jlitsorla
) utpu (BR - Body uty Shift lever R range uy . Pay
images
ground)
. s outout T4 - TS | IGSWON, | Approx.0.65V Sgg'e( :;ct’r;it:rla
utpu (B - BR) aveto Shift lever R range (Waveforml) |. Py
images
<Reference>
(b) Oscilloscope waveform.
(1) Waveform 1.
Standard:
Iltem Content
Terminal CV+= CV-
Tool setting 0.2 V/DIV, 0.2 ps/DIV
GND mp I Condition IG SW ON, shift lever R range
E65928
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DIAGNOSTICS - BACK MONITOR SYSTEM

2. INSPECT RADIO RECEIVER ASSY (BACK MONITOR
CONTROLLER)

(@) Standard signal check.
(1) Using the tester, measure the voltage and the conti-
nuity between terminals.
HINT:

Leave the connectors being connected.
(2) Check waveforms between terminals.

HINT:

. Leave the connectors being connected.

e The waveform shown is merely or example. Noise wave-
form and chattering waveform are omitted.

(&

[ [ J
N 133074
Standard:
Connector R12
Problem symp-
tom when open
circuit is de-
Tester o specified tected.
Terminal No. Terminal symbol Input/Output . Item Condition P L.
connection condition Problem symp-
tom when short
circuit is de-
tected.
Radio receiver
R12-1 - ASSY does not
1 +B Input R12-20 Voltage Always 10-14V operate.
L-Y - BR
( ) Fuse blow out.
Radio receiver
R12-11 - ASSY does not
11 ACC Input R12-20 Voltage IG SW ACC 10-14V operate.
GR - BR
( ) Fuse blow out.
R12-20 - B
rgund ody Back monitor
20 GND Output (BgR - Body Continuity Always Continuity dose not display
images.
ground) 'mag
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Connector R9
Problem symp-
tom when open
circuit is de-
Tester
. ) . o specified tected.
Terminal No. Terminal symbol Input/Output connection Item Condition i
- condition Problem symp-
(Wiring color)
tom when short
circuit is de-
tected.
R9-5 - R12-20 Except Rrange | Lessthan1V Back monitor
5 REV Input (R-Y - BR) Voltage _ Rrange . 10-14V QOes not display
images.
Connector R6
Problem symp-
tom when open
circuit is de-
Tester
. ) . o specified tected.
Terminal No. Terminal symbol Input/Output connection Item Condition i
- condition Problem symp-
(Wiring color)
tom when short
circuit is de-
tected.
1 V+ Input RE-1 - RE3 Waveform I(szhﬁtv:le\?el\rl’ Approx. 0.65 V dB::: ::t?r;:g rIa
P (B - Shielded) (Waveform 1) | Py
R range images.
Back monitor
R6-2 - R6-4 IG _SW ON, does not display
2 CA+ Input R - W) Voltage shift lever 6V images.
R range
Fuse blow out.
3 V. Input RE-3 - RE-4 Continuit IfhitVYeSeNr’ Continuit dB:;:: :::zr;:grla
pu (Shielded - W) ulty uty |« Pay
R range images.
R6-4 - Bod
rounc? y Back monitor
4 GND Input (V\g/] - Body Continuity Always Continuity dose not display
ground) images.
<Reference>
(b) Oscilloscope waveform.
(1) Waveform 1.
Standard:
Iltem Content
Terminal V+ = V-
Tool setting 0.2V /DIV, 0.2 uS/ DIV
# J Condition IG SW ON, shift lever R range
E31118
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DIAGNOSTICS - BACK MONITOR SYSTEM
3. INSPECT BACK MONITOR CAMERA WIRE
Radio receiver ASSY side (a) Continuity check.
(1) Using the tester, measure the continuity between
= terminals.
Standard:
119 Tester Connection Specified Condition
A-1 (Radio receiver ASSY side) Continuit
34 « B-4 (Television camera ASSY side) y
A-2 (Radio receiver ASSY side) -
e « B-1 (Television camera ASSY side) Continuity
A-3 (Radio receiver ASSY side) Continuit
= B-3 (Television camera ASSY side) y
Television camera ASSY side A-4 (Radio receiver ASSY side) Continuit
« B-2 (Television camera ASSY side) y

N 133075
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