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TC TERMINAL CIRCUIT

CIRCUIT DESCRIPTION

Terminals TC and CG are located in the DLC3. When connecting these terminals, DTCs in normal mode or
test mode can be read through the MIL flashing in the combination meter.
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INSPECTION PROCEDURE

HINT:

e Even though terminal TC is not connected to terminal CG, the MIL blinks.

. For the above phenomenon, an open or short in the wire harness, or malfunction inside the ECM is
the likely cause.

1 |CHECK DLC3(TC VOLTAGE)

(@ Turn the ignition switch ON.

CG () TC (+) (b) Measure the voltage between the terminals of the DLC3.
0 ‘ 0 Standard:
'1 1t 21 3%1 51 GM 8[‘ Symbols (Terminal No.) Specified condition
1 9hd11112§12ﬁ4#15h61 TC (13) = CG (4) 9-14V

DLC3

A04550

OK> Goto step 3
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2 | CHECK HARNESS AND CONNECTOR(DLC3 - ECM)

(@) Disconnect the E8 ECM connector.
TC (b) Check the continuity between the wire harness side con-
0 i nectors.
IIlf 2M4’ 5 61 718[‘ Standard (Check for open):
} 9 hdlllliw‘; 4h5h6‘ Symbols (Terminal No.) Specified condition
—— TC (13) ~ TC (E8-20) Continuity
Standard (Check for short):
DLC3 Symbols (Terminal No.) Specified condition
A04550 TC (13) or TC (E8-20) = Body ground No continuity
I
) l
TC ks
'===i=’==
ECM Connector A67445 NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

CHECK AND REPAIR HARNESS AND CONNECTOR (DLC3 - BODY GROUND)

3 | CHECK MIL

(@ Turn the ignition switch ON.
CG Tc (b) Connect between the terminals TC and CG of the DLC3

0 ‘ 0 connector.
'1 1f 213\\4’ 5 GM 8[‘ (c) Check the MIL operation.
oLoinAAA516

Standard: MIL blinks

A04550 (See page01-35 )

DLC3 NG> CHECK AND REPLACE ECM

NO PROBLEM
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