05-586
DIAGNOSTICS - AIR CONDITIONING SYSTEM —

|G POWER SOURCE CIRCUIT

CIRCUIT DESCRIPTION

This circuit is the power source for the A/C amplifier assy (contains the ECU), servomotor, etc.
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DIAGNOSTICS - AIR CONDITIONING SYSTEM
INSPECTION PROCEDURE
1 CHECK FUSE(IG1)
: : a Remove the IG1 fuse from the driver side J/B.
Driver Side J/B IGl Fuse (a)

(b) Check that continuity exists in the 1G1 fuse.

? J Standard: Continuity exists.
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NG> REPLACE FUSE

2 | CHECK HARNESS AND CONNECTOR(BETWEEN AIR CONDITIONING AMPLIFIER
AND BATTERY)

(@) Disconnect the "A16” connector from the A/C amplifier.
(b)  Turn the ignition switch to ON.
(c) Measure voltage between terminal IG+ of the A/C amplifi-
er and body ground.
Voltage: 10 - 14 V
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05-588
DIAGNOSTICS - AIR CONDITIONING SYSTEM

3 | CHECK HARNESS AND CONNECTOR(BETWEEN AIR CONDITIONING AMPLIFIER
AND BODY GROUND)

(@) Disconnect the "A16” connector from the A/C amplifier

— assy.

= (b) Measure resistance between terminal GND of the A/C
‘M‘ amplifier and body ground.

Resistance: Below 1.0 Q (Continuity)
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PROCEED TO NEXT CIRCUIT INSPECTION SHOWN ON PROBLEM SYMPTOMS TABLE
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