10-9

ENGINE CONTROL SYSTEM - KNOCK SENSOR (1GR-FE)

KNOCK SENSOR (1GR-FE)

REPLACEMENT

100D5-01

1. REMOVE CYLINDER HEAD SUB-ASSY (See page 14-163)

2.

Y A76171

(@)
(b)

Y A75661

(@)
(b)

Y A75662

4RUNNER Supplement (RM1034U)

DISCONNECT HEATER WATER INLET HOSE A

REMOVE WATER OUTLET PIPE NO.1
Remove the 4 wire harness clamps.
Remove the bolt, 2 nuts and water outlet pipe.

REMOVE KNOCK SENSOR
Disconnect the 2 knock sensor connectors.
Remove the 2 bolts and 2 knock sensors.
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ENGINE CONTROL SYSTEM - KNOCK SENSOR (1GR-FE)
5. INSTALL KNOCK SENSOR
LH Ba”k/ Upper (@) Install the 2 knock sensor with the 2 bolts as shown in the
Engine T illustration.
Rear ‘@%l *2219 Torque: 20 N [h (204 kgf [@m, 15 ft [bf)
' (b) Connect the 2 knock sensor connectors.

RH Bank Upper

Enginz%%\\ 7
Front &?)"? 722150

Y A78438

6. REMOVE WATER OUTLET PIPE NO.1
(@) Install the water outlet pipe with the bolt and 2 nuts.
Torque: 9.0 N [t (92 kgf [@dm, 80 in. [bf)
(b) Install the 4 wire harness clamps.
7. CONNECT HEATER WATER INLET HOSE A
8. INSTALL CYLINDER HEAD SUB-ASSY (See page 14-163)
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