
720EA-01

B65758

Reclining Function

Lumber Support 
Function

Sliding Function
Front Vertical 
Function

Lifter Function

-SEAT FRONT POWER SEAT CONTROL SYSTEM
72-3

2400Author�: Date�:

2003 4RUNNER REPAIR MANUAL   (RM1001U)

ON-VEHICLE  INSPECTION

1. CHECK POWER SEAT FUNCTION
(a) Check the basic functions.

(1) Check that each function (sliding, front vertical, lift-
er, reclining and lumbar support) operates properly
by operating the power seat switch.

2. CHECK POWER SEAT MOTOR ASSY
(a) Inspect operation of the PTC inside the power seat motor.
NOTICE:
The inspection should be performed with the seat installed to the vehicle.

(1) Move the seat to any of the maximum front, rear, upper or lower position by operating the power
seat switch, and keep the seat there for approximately 60 seconds.

(2) Operating the power seat switch to move the seat to the position furthermore, measure the time
until the electrical current is shut down (motor operating sound stops) (Inspection of current shut-
down).

Standard: Approximately 4  90 seconds
(3) Turn the power seat switch OFF after the inspection of current shut-down, and keep that condi-

tion for approximately 60 seconds.
(4) Operating the power seat switch to move the seat to the opposite position, check that the motor

operates.
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3. CHECK LUMBAR SUPPORT ADJUSTER ASSY LH
(a) Inspect operation of the PTC inside the power seat motor.
NOTICE:
The inspection should be performed with the seat installed to the vehicle.

(1) Move the lumbar support to either the front or rear maximum position by operating the lumbar
support switch, and keep it there for approximately 60 seconds.

(2) Operating the lumbar support switch to move the lumbar support to the position furthermore,
measure the time until the electrical current is shut down (motor operating sound stops) (Inspec-
tion of current shut-down).

Standard: Approximately 4  90 seconds
(3) Turn the lumbar support switch OFF after the inspection of current shut-down, and keep that

condition for approximately 60 seconds.
(4) Operating the lumbar support switch to move the lumbar support to the opposite position, check

that the motor operates.


