
300EX-01

F42745

F42746

F42747

F42748

30-2
-DRIVE SHAFT / PROPELLER SHAFT DRIVE SHAFT, PROPELLER SHAFT, AXLE

1892Author�: Date�:

2003 4RUNNER REPAIR MANUAL   (RM1001U)

ON-VEHICLE  INSPECTION

1. INSPECT FRONT AXLE HUB BEARING
(a) Remove the front wheel.
(b) Remove the front disc brake caliper (See page 32-17 ).
(c) Remove the front disc.
(d) Inspect the axle hub backlash.

(1) Using a dial indicator, check the backlash near the
center of the axle hub.

Maximum: 0.05 mm (0.0020 in.)
If the backlash exceeds the maximum, replace the bearing.

(e) Inspect the axle hub deviation.
(1) Using a dial indicator, check the deviation at the sur-

face of the axle hub.
Maximum: 0.05 mm (0.0020 in.)

If the deviation exceeds the maximum, replace the bearing.

2. INSPECT REAR AXLE SHAFT BEARING
(a) Remove the rear wheel.
(b) Remove the rear disc brake caliper (See page 32-23 ).
(c) Remove the rear disc.
(d) Inspect the axle shaft backlash.

(1) Using a dial indicator, check the backlash near the
center of the axle shaft.

Maximum: 0.05 mm (0.0020 in.)
If the backlash exceeds the maximum, replace the bearing.

(e) Inspect the axle shaft deviation.
(1) Using a dial indicator, check the deviation at the sur-

face of the axle shaft.
Maximum: 0.05 mm (0.0020 in.)

If the deviation exceeds the maximum, replace the bearing.


