05-1228
DIAGNOSTICS - ENGINE IMMOBILISER SYSTEM

05A27-01

TERMINALS OF ECU
1. CHECK TRANSPONDER KEY AMPLIFIER

1

B65593

(@) Disconnect the 117 amplifier connector, and check the continuity of each terminal of the wire harness
side connector.

Standard:
Symbols (Terminal No.) Wiring Color Condition Standard
GND (117-7) - L Constant Continuit
Body ground “ uity

If the result is not as specified, there may be a malfunction on the wire harness side.
(b) Reconnect the 117 amplifier connector, and check the continuity or voltage of each terminal of the con-

nector.
Standard:
Symbols (Terminal No.) Wiring Color Condition Standard
VC5 (117-1) < I . .
GND (117-7) GR-B =L No key in ignition key cylinder — With key 0OV - 10-14V
CODE(I117-4) = R . -
GND (117-7) P-G =L No key in ignition key cylinder — With key Waveform 1
TXCK (117-5) < I . .
GND (117-7) LG-R < L No key in ignition key cylinder — With key Waveform 2
GND (17D - L Constant Continuit
Body ground - uity

If the result is not as specified, the amplifier may malfunction.
(c) Inspect using an oscilloscope.

Waveform 1 (Reference):

Terminal CODE = GND
Tool setting 10 VIDIV., 10 ms/DIV.
s MTM Condition Ignition switch ON
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Waveform 2 (Reference):

Terminal TXCK < GND
Tool setting 10 VIDIV., 10 ms/DIV.
Condition Ignition switch ON
T
0 B55024

2. CHECK TRANSPONDER KEY ECU ASSY
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(@) Disconnect the the T8 ECU connector, and check the voltage or continuity between each terminal of
the wire harness side connector.

Standard:
Symbols (Terminal No.) Wiring Color Condition Specified Condition
AGND (T8-13) = o
Body ground Le - Constant Continuity
+B (T8-1) - W-R = W-B Constant 10-14V
GND (T8-14) R onsta :
IG (T8-2) - . )
AGND (T8-13) B-O =L Ignition switch OFF - ON OV - 10-14V
KSW (T8-10) = . N i ] - -
AGND (T8-13) G-Y - L No key in the ignition key cylinder — With key No continuity - Continuity

If the result is not as specified, there may be a malfunction on the wire harness side.
(b) Reconnect the T8 ECU connector, and check the voltage between each terminal of the connector.

Standard:

Symbols (Terminal No.) Wiring Color Condition Specified Condition
KSW (TS-T()BI\TD (T8-13) G-Y =L No key in the ignition key cylinder — With key 10-14V -0V
Ves (Ts'SLgND 813 GR-B o L Ignition switch OFF . ON 0V -10-14V
>cT (Ts'ié)NE 813 LGR o L Ignition switch OFF . ON Waveform 1
CODE (TSAléL; 813 PG o L Ignition switch OFF — ON Waveform 2
EFIO (Tg";)GT\ID (813 WR oL Ignition switch OFF . ON Waveform 3
EFI (T8'7)AZND (813 LR - L Ignition switch OFF . ON Waveform 4
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If the result is not as specified, the T8 ECU may malfunction.
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5y 20 ms (c) Inspect using an oscilloscope.
Waveform 1 (Reference):
‘ $ Terminal TXCT = GND
Tool setting 5 V/DIV., 20 ms/DIV.
Vehicle condition Ignition switch ON
Y B52544
20 ms Waveform 2 (Reference):
10V
Terminal CODE - GND
Tool setting 10 VIDIV., 20 ms/DIV.
Vehicle condition Ignition switch ON
Y B52545
5y 5ms Waveform 3 (Reference):
Terminal EFIO < GND
w ‘ v “ M Tool setting 5 VIDIV., 5 ms/DIV.
Vehicle condition Ignition switch ON
Y B52547
5y 5ms Waveform 4 (Reference):
Terminal EFIl = GND
Tool setting 5 V/DIV., 5 ms/DIV.
Vehicle condition Constant
Y B52548

Date :

1423



05-1231

DIAGNOSTICS - ENGINE IMMOBILISER SYSTEM

3. CHECKECM
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(@ Disconnect the the E6, E7 and E8 ECU connectors, and check the voltage or continuity between each
terminal of the wire harness side connectors.

Standard:

If the result is not as specified, there may be a malfunction on the wire harness side.
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Symbols (Terminal No.) Wiring Color Condition Specified Condition
BATT (E8-4) - L - BR Constant 9-14V
E1 (E6-1) - onsta ;
+B (E8-6) ~ E1 (E6-1) B - BR Ignition switch OFF — ON 9-14V
+B1 (E8-2) ~ E1 (E6-1) B - BR Ignition switch OFF — ON 9-14V
IMI (E7-27) = E1 (E6-1) W-R < BR No key in ignition key cylinder — With key Waveform 1
IMO (E7-26) - - i i
E1 (E6-1) L-R < BR No key in ignition key cylinder — With key Waveform 2
E1 (E6-1) - BR Constant Continuit
Body ground “ uity
5y 5ms (b) Inspect using an oscilloscope.
Waveform 1 (Reference):
WW V MM Terminal IMI = GND
Tool setting 5 V/DIV., 5 ms/DIV.
Vehicle condition Ignition switch ON
Y B52547
5y 5ms Waveform 2 (Reference):
v Terminal IMO = GND
Tool setting 5 V/DIV., 5 ms/DIV.
Vehicle condition Constant
Y B52548
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