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DIAGNOSTICS - COMBINATION METER
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DIAGNOSTICS -

05-1089
COMBINATION METER

INSPECTION PROCEDURE

1 INSPECT FRONT SEAT INNER BELT ASSY RH

Inner Belt Connector Occupant Detection
I l Sensor Connector
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131900

(@ Check the continuity.
(1) Short between terminals 1 and 3 of the occupant
detection sensor connector.
(2) Check the continuity between terminals 1 and 2 of
the front seat inner belt assy RH.

131901 132132

Standard:
Condition Continuity
Seat belt is fastened No continuity
Seat belt is unfastened Continuity

NG> REPLACE FRONT SEAT INNER BELT ASSY RH

2 CHECK COMBINATION METER ASSY
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(@ Remove the combination meter assy.
(b) Check the continuity between terminal C9-13 of the com-
bination meter connector and body ground.

Standard:

Condition

Continuity

Seat belt is fastened

Continuity

Seat belt is unfastened

No continuity

NG> REPAIR OR REPLACE COMBINATION METER
ASSY

3 INSPECT AIR CONDITIONING CONTROL ASSY

133901

(@) Check the passenger seat belt warning operation.

(1) Remove the air conditioning control assy with con-
nector still connected.

(2) Ground terminal D3-3 (PBEW) of the air condition-
ing control assy.

(3) Check that the passenger seat belt warning light
lights up.

Standard: Warning light lights up.

CONTROL ASSY

NG> REPAIR OR REPLACE AIR CONDITIONING

REPAIR OR REPLACE HARNESS OR CONNECTOR
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