05-990
DIAGNOSTICS - NAVIGATION SYSTEM

ALTHOUGH "PWR/VOL” SWITCH IS PRESSED, NO SOUND IS
HEARD (DISPLAY AND SWITCH OPERATION IS NORMAL)
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DIAGNOSTICS -

05-991
NAVIGATION SYSTEM

INSPECTION PROCEDURE

1 INSPECT RADIO RECEIVER ASSY(MUTE, GND)

MUTE (&) Remove the radio receiver assy with connectors with still
connected.
(b) Check voltage.
i (1) Measure voltage between terminals MUTE of radio
. receiver assy at each conditions, as shown in the
LT @J’C chart.
. — | Standard:
. / / Terminal Condition Voltage (v)
GND - —
H 133758 MUTE < GND Radio switch is ON Below 1V
(c) Check continuity.

Check that the continuity exists between terminal
GND of radio receiver assy and body ground.
Standard: Continuity exists.

NG> CHECK AND REPLACE RADIO RECEIVER

(1)

ASSY

2 INSPECT STEREO COMPONENT AMPLIFIER ASSY(MUTE, GND)

—|98H-H7 6H54H'H3 21
20[19 {18 | 17] 1 14|13 12| 1]
29[ 29118 6‘/}5 3% 0

GND MUTE

|12|11|10|9|8|7|6|5|4|3|2|1/|

|24|23|22|21 |20|1 9|1 B|1 7|1 6[1 5|14|1 3|

134198

(@ Remove the stereo component amprifier with connectors
with still connected.
(b) Check voltage.

(1) Measure voltage between terminals MUTE of ste-
reo component amprifier at each conditions, as
shown in the chart.

Standard:
Terminal Condition Voltage (v)
MUTE < GND Radio switch is ON 3.5V or more
(c) Check continuity.

Check that the continuity exists between terminal
GND of stereo component amprifier and body
ground.

Standard: Continuity exists.

NG> CHECK AND REPLACE STEREO COMPONENT

(1)

AMPLIFIER ASSY

CHECK AND REPLACE APPLICABLE PART (INCLUDE WIRE HARNESS)
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