05-1002

DIAGNOSTICS - NAVIGATION SYSTEM

FRONT SPEAKER (DRIVER SIDE) ONLY IS NOT HEARD (RADIO,

CASETTE TAPE, CD)
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DIAGNOSTICS - NAVIGATION SYSTEM

INSPECTION PROCEDURE

1 CHECK SETTING(THE VOLUME OF THE NAVIGATION VOICE SOUND)

(@) Check the settings

(1) Set the volume MAX at the voice sound settings on the menu.
STANDARD: "This system will guide you in this volume”is produced.

NG> Go to step 6

2 INSPECT RADIO RECEIVER ASSY(MUTE, GND)

133758

(@ Remove the radio receiver assy with connectors with still
connected.

(b) Using an oscilloscope, check signal waveform between
terminals MUTE and GND of radio receiver assy.

Standard:

Terminal Condition Specified condition
MUTE - GND While.voice sound is be- 3.5V or more
ing produced
NG CHECK AND REPLACE RADIO RECEIVER
ASSY

3 INSPECT STEREO COMPONENT AMPLIFIER ASSY(MUTE, GND)
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(@ Remove the stereo component amplifier assy with con-
nectors with still connected.

(b) Using an oscilloscope, check signal waveform between
terminals MUTE (N-MU) and GND of stereo component
amplifier assy.

Standard:

Terminal Condition Specified condition

While voice sound is be- | A waveform synchronized
ing produced with sound is output

MUTE (N-MU) = GND

NG CHECK AND REPLACE STEREO COMPONENT
AMPLIFIER ASSY
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4 INSPECT STEREO COMPONENT AMPLIFIER ASSY(OUTPUT SIGNAL)

(@ Remove the radio receiver assy with connectors with still

F'ﬁ connected.
o[er \%H S s e (b) Usmg an oscilloscope, check S|gnql Waveform between
G nﬁhm TS terminals FL+, FL- and GND of radio receiver assy.
/ Standard:
Terminal Condition Specified condition
FL+ - GND While voice sound is be- | A waveform synchronized

ing produced with sound is output

ETrOnEnonsn oo e | ansound saput
I24|23|22|21 |20|19|1 B|1 7|1 6[1 5|14|1 3|

T 134198 NG CHECK AND REPLACE STEREO COMPONENT
AMPLIFIER ASSY

5 INSPECT NAVIGATION ECU(INPUT SIGNAL)

(@ Check continuity.

AUI+ (1) Check that the continuity exists between each ter-
AUO+ — . .
@ (a=m minals, as shown in the chart.
‘ o] ) Standard:
; Wﬁgﬂf Terminal Condition Specified condition

J ol AU+ = AUO+ Constant Continuity
AUI- = AUO- Constant Continuity
T AU NG> CHECK AND REPLACE NAVIGATION ECU

uo- 130922

REPAIR OR REPLACE HARNESS OR CONNECTOR

6 INSPECT FRONT NO.1 SPEAKER ASSY

(@ Check continuity.
(1) Check that the continuity exists between terminals of front No.1 speaker.
Standard: 2-8 Q

NG> REPLACE FRONT NO.1 SPEAKER ASSY

REPAIR OR REPLACE HARNESS OR CONNECTOR
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