05-828
DIAGNOSTICS - LIGHTING SYSTEM
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DIAGNOSTICS - LIGHTING SYSTEM
Terminal No. (Symbols) Wiring color Condition Specified condition

(lgNle QBCE)sdoﬁsr:rZTJdnd) : Constant Below 1V
1K-15, 1L-16 < 1H-2 Rear door lock switch is unlock position Below 1V
(LSR = GND1, 2) ’ Rear door lock switch is lock position 10-14 V
1C-2 « 1H-2 Ignition switch is OFF Below 1V
(SIG = GND1,2) i Ignition switch is ON 10-14V
184 = 1h-2 - Constant 10-14 V
(BECU < GND1,2)

1A-8, 1A-9 = 1H-2 Key cylinder illumination, room lamp is OFF Below 1V
(ILE = GND1,2) i Key cylinder illumination, room lamp is ON 10-14V
(lgNZDZ QBCE)sdoﬁsr:rZTJdnd) : Constant Below 1V
1B-8 = 1H-2 Ignition switch is ON and combination switch is OFF Below 1V
(HRLY = GND1, 2) ’ Ignition switch is ON and combination switch is HEAD 10-14V
1C-1 = 1H-2 Ignition switch is ON and combination switch is OFF Below 1V
(TRLY = GND1, 2) ’ Ignition switch is ON and combination switch is TAIL 10-14V
1D-5 « 1H-2 Ignition switch is OFF Below 1V
(ACC = GND1, 2) i Ignition switch is ON 10-14V
B4-3 < 1H-2 Ignition switch is OFF Below 1V
(LMRY = GND1, 2) R=- Ignition switch is ON 10-14V
B4-7 < 1H-2 Ignition switch is OFF Below 1V
(DRL = GND1, 2) LeR = - Ignition switch is ON 10-14V
B4-21  1H-2 Front LH door lock switch is unlock position Below 1V
(LSWD = GND1, 2) WR = - Front LH door lock switch is lock position 10-14V
B4-23 - 1H2 BR-R = - Constant Signal waveform
(MPX2 < GND1, 2)

B4-25  1H-2 Front RH courtesy lamp is OFF 10-14V
(PCYL = GND1, 2) Ve Front RH courtesy lamp is ON Below 1V
B4-26 ~ 1H-2 Front LH courtesy lamp is OFF 10-14 V
(DCYL = GND1, 2) WG = - Front LH courtesy lamp is ON Below 1V
B4-30 - 1H-2 Front RH door lock switch is unlock position Below 1V
(LSWP = GND1, 2) BW = - Front RH door lock switch is lock position 10-14V
B5-6 ~ 1H-2 Side step lamp is OFF Below 1V
(LP - GND1, 2) WR = Side step lamp is ON 10-14V
B5-11 « 1H-2 Rear LH door is close 10-14 V
(RLCY - GND1, 2) PB - Rear LH door is open Below 1V
B5-12 < 1H-2 Rear RH door is close 10-14 V
(RRCY -~ GND1, 2) PL=- Rear RH door is open Below 1V
B5-21 « 1H-2 Rear LH courtesy lamp is OFF 10-14V
(LCYL = GND1, 2) PG =~ Rear LH courtesy lamp is ON Below 1V
B5-22 « 1H-2 Rear RH courtesy lamp is OFF 10-14 V
(RCYL = GND1, 2) LR = - Rear RH courtesy lamp is ON Below 1V
B5-23 « 1H-2 Front LH door is close 10-14 V
(DCTY < GND1, 2) RB = - Front LH door is open Below 1 V
B5-24 < 1H-2 Front RH door is close 10-14V
(PCTY = GND1, 2) RY =~ Front RH door is open Below 1V
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DIAGNOSTICS - LIGHTING SYSTEM
B6-1 = 1H-2 e Ignition switch is ON and combination switch is OFF 10-14V
(HEAD -~ GND1, 2) Ignition switch is ON and combination switch is ON Below 1V
B6-3 = 1H-2 Ignition switch is ON and combination switch is OFF 10-14V
GO - - " o - o
(A = GNDZ, 2) Ignition switch is ON and combination switch is AUTO Below 1V
B6-4 - 1H-2 Y Cover th nsor with hand - St rin Signal form
(CLTS ~ GNDL, 2) - - over the sensor with hand - Stop covering ignal wavefo
B6-6 — 1H-2 Ly Ignition switch is OFF Below 1V
(CLTB = GND1, 2) Ignition switch is ON 10-14V
B6-8 = 1H-2 o Ignition switch is ON and combination switch is OFF 10-14V
(TAIL = GNDZ, 2) Ignition switch is ON and combination switch is TAIL Below 1V
B6-21 - 1H2 G-W Constant Below 1V
(CLTE - GNDL, 2) W onsta elow
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Terminal No. (Symbols) Wiring Color Condition STD Voltage (V)
B8-1 - BS3 R - W-B Constant Signal wavef
= W- nstan n rm
(MPX2 - GND) onstal ignal wavefo
B8-3 -~ Body ground W-B Constant Below 1V
. o - W
(GND < Body ground)
B84 - BS3 L - W-B Constant 10-14V
o - nstan -
(BDR = GND) onsta
B85 - BS3 L-R - W-B Constant 10 - 14V
(BECU = GND) -
B8-6 -~ B8-3 Ignition switch is OFF Below 1V
B =« W-B
(SIG -~ GND) Ignition switch is ON 10-14V
B9-7 —~ B8-3 Backdoor is close 10-14V
G-Y = W-B
(FULL = GND) Backdoor is open Below 1V
B9-8 -~ B8-3 Backdoor lock switch is unlock position Below 1V
BR-W ~ W-B — —
(POS = GND) Backdoor lock switch is lock position 10-14V
B9-21 - B83 B-R - W-B Constant 10-14V
- P - n n -
(LSE = GND) onsta
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